
Implants and surgical instruments

Primer E.T. Implant System

The following medical device belong to Class I:  Closed-spoon impression transfer copings, Transfers coping 
for open-spoon impressions, Laboratory Analogues, Screwdriver for Cap Screws and Connection Abutments 
and manual screwdrivers for large insert, Ratchets, Depht Indicators, Parallelism Indicators, Trial Implant 
Abutments, Trial Implant Screws

Md Primer E.T. Surgery-Instrumentation Rev. 2 
Last up-date June 1st, 2016
Subject to change without prior notice 

The pack for Implant Priemr E.T. contains: n° 1 �xture, n° 1 mounter and n° 1 cap screw 
(of the correspondent �xture diameter)

Manufacturer:
Edierre Implant System Spa 
Via F. Cavallotti 35R
16146 Genova – Italy
Phone + 39 010 89 94 230/231  Fax +39 010 89 94 247
www. edierre.net  info@edierre.net  

, handle the packaging with care and open the blister carefully

- Lot number - Caution - Use-by date- Do not re-use - Sterilised using irradiation - Do not use if package is damaged

- Systemic diseases or Pathologic or Iatrogenic Metabolic diseases 

and screw it into the implant.

gingival conditioning.

         WARNING: With the exception of dental implants only, all components supplied in a NON STERILE 
condition, even those that enter the oral cavity temporarily, must be CLEANED and DISINFECTED using 
speci�c products for medical devices and STERILIZED in autoclave following coherently the instructions 
for use supplied by the manufacturer’s autoclave.

Trial (drills and thread-formers).

- The outer box bears an adhesive label that guarantees its integrity. The adhesive label is made up of 
   removable parts, each bering details about the �xture.

Standardised Graphic Symbols.
Originally yellow, it turns red after sterilization. 

The Primer E.T. (Easy Trapping)
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The recommended speed is between 400 to 800 r.p.m..

PRIMER E.T.

The surgical procedure and the sequence of the drills indicate the use of the spade drill to preapare 
the ground for the subsequent pilot drill D. 2.2 to be used to the chosen length. Then, use the conical drill 
of the appropriate diameter with reference marks that refer to the Primer E.T. implant lengths. 
The recommended speed is from 400 to 800 r.p.m.. Both pilot and conical drills have internal irrigation. 
Availability of a su�cient bone volume is a necessary pre-requisite. Due to the characteristics of the implant 
thread, the Primer Easy tapping implant could also be used in an under-prepared implant alveolus. 
Evaluation of the clinical conditions and of the bone quality are at the opeartor’s experience and sensitivity. 
Based on these parameters, purely subjective, the operator decides if and when to under-prepare 
the implant alveolus.   
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